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Training and Technical Assistance:

Tier 1 Training 2017
After reviewing training requests submitted by subgrantee directors in September, an overwhelming
number of the requests were for QCI training and QCI recertification training. We have opened dialog
with our Tier 1 training providers to offer both of those trainings in early 2017. Tentative dates are the
week of February 6 through 10 for the week-long QCI training and the week of February 27-March 3 for
an anticipated two day QCI refresher training; however, no dates have been confirmed. We will let you
know as soon as we have secured definitive dates and locations.

Technical Assistance
Please do not hesitate to contact any DED-DE technical staff member by email or phone whenever you
have a technical question. If you send a question by email, please copy all three technical staff members
to insure that one of us can make a timely response.

A digital copy of the technical manual was emailed to directors and some agency technical staff on
November 1. If you do not have a digital copy and would like one for easy searching, please contact one
of us and we will be happy to send you a copy.

National Home Performance Coalition Conference
The 2017 Home Performance Coalition (HPC), formerly ACI, conference will be held in Nashville,
Tennessee March 19-22. This conference offers outstanding technical training and networking
opportunities. This is an excellent opportunity for BPI certified staff to gain valuable continuing
education units (CEU's) to maintain certifications. If a certified QCI earns a minimum of 24 CEU's over
the three year certification period, then only the field test is required for recertification, saving
approximately $350 for retaking the written exam. Attending this conference is an allowable expenditure
of WAP T&TA funds.

Technical Updates and Reminders:

Heat Pumps Installed as a Health and Safety Measure
Heat pumps have previously only been allowed as a health and safety measure in homes that had an
existing non-working heat pump. Effective immediately, it is allowable to install a heat pump in homes
that have any type of electric heat that must be replaced for health and safety reasons. An example would
be portable electric space heaters. Since a home cannot be left with portable electric space heaters, they
should be evaluated as "Replacement with Heat Pump Mandatory”. If it is not cost effective to install a
heat pump, you then have the agency option of installing a heat pump or an electric resistance furnace as a
Health and Safety measure.

OSHA Confined Space Requirements
According to the OSHA definition, (29 CFR 1926 Subpart AA) attics and crawl spaces are generally
considered to be confined spaces. All confined spaces must be evaluated by a trained ‘Competent Person’
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prior to entry, to determine if the confined space is a permit required confined space. If the confined space
is determine to be a permit required space, no weatherization work shall take place within that space until
the identified hazard has been eliminated. A 4-gas monitor should be present at all work sites and used
each day by a '‘Competent Person' to help determine if a confined space is a permit required space
requiring deferral.

Lead Safe Weatherization
Lead Safe Weatherization (LSW) should be performed when all of the following criteria are true:
(1) The dwelling was constructed pre-1978, and
(2) The dwelling has not been determined to be lead-based paint free, and
(3) Either, the total amount of disturbed lead-based painted surface exceeds six square feet per room of
interior surface, twenty square feet of exterior surface or a window or door will be replaced.

LSW renovations must be performed by Certified Firms. Each subgrantee must become a Certified Firm.
Certifications are good for 5 years. Please ensure that your agency's Certified Firm credentials are
current.

LSW renovations must be directed by a Certified Renovator. Certified Renovators must complete an
EPA-approved 8-hour training and receive their credential from an EPA-accredited training facility. A
certified Renovator must be onsite at all LSW sites to perform the mandated functions of the Certified
Renovator. Certification is good for 5 years. To maintain certification, Certified Renovators must take an
approved 4-hour refresher before their certification expires. Please ensure that Certified Renovator
certifications are current and proof of certification is available at LSW sites.

Any non-certified workers at an LSW site must receive on the job training by a Certified Renovator.
Documentation of the training must be available onsite and follow all applicable EPA rules.

All lead safe work must be completed as a Health and Safety measure and may not be included in the cost
of an energy conservation measure or completed as an incidental repair.

Daily CAZ Test Forms
A Daily Combustion Appliance Zone (CAZ) Test Form must be filled out every day that work is
completed at every home even if a daily CAZ test is not required. This will serve as a record that a test
was either performed or a test was not required.

Homes with Estimated Cost's over $12,000
If the total estimated cost (including incidental repairs, energy conservation measures, health and safety,
and low-cost no-cost measures) exceeds $12,000, written approval must be obtained from DED/DE prior
to work commencing on the home. Please send copies of the Recommended Measures and the Input
Report with the request for approval.

Happy Holidays
We at DED-DE would like to wish each of you a happy and safe holiday season!

DED-DE Technical Staff:
Kevin Scherr:  kevin.scherr@ded.mo.gov 573-751-6659 %
Todd McVicker: todd.mcvicker@ded.mo.gov ~ 573-751-7158 ‘\é_-\
Gene Elwood:  gene.elwood@ded.mo.gov 573-526-4209 Vo
PNy —
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